








City of Conway
General Fund
2018
Fund Balance Appropriations

Add a Tennis Manager position to Parks and Rec personnel
Upgrade to the 911 system
Renovation at the Emergency Operations Center

Ordinance  Date Description
0-18-21  2/13/18
0-18-23  2/13/18
0-18-38  3/13/18
0-18-43  3/27/18

Down payment on a new Fire Dept pumper/rescue unit

Amount
25,000

247,913
58,816
260,000

$ 591,729



City of Conway
Balance Sheet - General Fund

For the month ended April 30, 2018

*All figures are unaudited

Cash - Operating 4,380,394
Cash - Reserve 2,011,965
Petty Cash 715
Taxes Receivable 3,763,425
Accounts Receivable 4,828,479
Due from Other Funds 33,650
Due from Street 41,006
Due from Component Unit 208,892
Fleet Inventory 15,539
Fuel Inventory 20,304
General Inventory 585
Assets 15,304,956
Accounts Payable (218,544)
Salaries Payable 238,593
Insurance and Benefits Payable 40,476
Held for Others - Performance Bonds 12,700
Held for Others - Crimestopper Reward 5,000
Event Deposits 1,450
Due to Other Funds 99,992
Deferred Revenue 4,045,383
Liabilities 4,225,050
Fund Balance - Committed to cash flow 2,000,000
Fund Balance - Committed to reserve 2,000,000
Fund Balance - Unassigned 7,079,906
Fund Balance 11,079,906
Total Liabilities & Fund Balance 15,304,956




City of Conway

Monthly Financial Report - Street Fund
For the month ended April 30, 2018

Revenues
Ad Valorem Tax
Payments in Lieu of Tax
State Tax Turnback
AHTD 1/2 Cent Sales Tax Turnback
Severance Tax
Sales Tax
Federal Grant Revenues
Sign Permits
Engineering Fees
Interest Income
Miscellaneous Revenues
Total Revenues

Expenditures
Personnel Costs
Other Operating Costs
Total Operating Costs
Capital Outlay
Total Expenditures
Net Revenue/(Expense)

*All figures are unaudited

Notes:

Month Year to (Over)/Under %_
Budget Activity Date Encumbered Budget Expend/Collect

1,500,000 15,573 241,544 1,258,456 16%

8,000 - - 8,000 0%
2,683,474 211,238 635,300 2,048,174 24%
1,100,000 109,812 324,358 775,642 29%
75,000 13,798 41,090 33,910 55%
270,000 19,181 93,376 176,624 35%

- - 47,369 (47,369) -
- - 480 (480) -

5,000 1,250 10,050 (5,050) 201%
40,000 8,854 31,672 8,328 79%

10,000 707 707 9,293 7%
5,691,474 380,411 1,425,947 - 4,265,527 25%
2,829,724 171,059 625,029 - 2,204,695 22%
3,651,108 153,146 560,959 104,326 2,985,823 15%
6,480,832 324,205 1,185,988 104,326 5,190,518 18%
480,915 39,405 104,450 104,764 271,701 22%
6,961,747 363,609 1,290,438 209,090 5,462,220 19%

(1,270,273) 135,510

1) Budget column is current budget which includes all year-to-date adjustments, if any.



City of Conway
Street Fund
2018
Fund Balance Appropriations

Ordinance  Date Description Amount
0-18-02 1/9/18 Parkway St. parking lot improvements 169,945




City of Conway
Balance Sheet - Street Fund

For the month ended April 30, 2018

Cash - Operating 4,591,662
Taxes Receivable 52,733
Accounts Receivable 1,521,063
Due from Other Funds 83,056
Assets 6,248,514
Accounts Payable (3,472)
Salaries Payable 17,412
Insurance and Benefits Payable 10,796
Due to Other Funds 10,841
Due to General 33,874
Deferred Revenue 1,375,073
Liabilities 1,444,522
Fund Balance 4,803,991
Total Liabilities & Fund Balance 6,248,514

*All figures are unaudited



City of Conway
Monthly Financial Report - Sanitation

For the month ended April 30, 2018

Month (Over)/Under %
Revenues Budget Activity Year to Date Encumbered  Budget Expend/Collect
Sanitation Fees 8,750,000 868,862 3,148,308 5,601,692 36%
Proceeds - Recycled Materials 540,000 57,032 170,833 369,167 32%
Landfill Fees - General 200,000 14,687 67,127 132,873 34%
Interest Income 70,000 30,293 107,570 (37,570) 154%
Proceeds from Sale of Assets - - 14,474 (14,474) -
Miscellaneous Revenues - 10 (204) 204 -
Total Revenues 9,560,000 970,884 3,508,107 - 6,051,893 37%
Expenditures
Personnel Costs 4,341,737 321,108 1,257,638 - 3,084,099 29%
Other Operating Costs 3,608,263 253,775 710,138 88,669 2,809,457 20%
Total Operating Costs 7,950,000 574,883 1,967,776 88,669 5,893,556 25%
Capital Outlay 3,760,905 - 14,998 1,992,607 1,753,300 0%
Total Expenditures 11,710,905 574,883 1,982,773 2,081,275 7,646,856 17%
Net Revenue/(Expense) (2,150,905) 1,525,334

*All figures are unaudited

Notes:
1) Budget column is current budget which includes all year-to-date adjustments, if any.
2) Capital outlay is shown here for budgeting purposes, but only depreciation expense will be recorded at year end.



City of Conway
Sanitation Fund
2018
Fund Balance Appropriations

Ordinance  Date Description




City of Conway
Balance Sheet - Sanitation

For the month ended April 30, 2018

*All figures are unaudited

Cash - Operating 11,075,268
Petty Cash 200
Post Closure Cash Account 5,698,077
Accounts Receivable (1,240)
Due from Other Funds (537)
Due from Component Unit 789,483
General Inventory 2,122
Land & Buildings 2,377,422
Infrastructure 997,112
Machinery and Equipment 4,336,266
Vehicles 383,386
Deferred Outflows of Resources 1,454,446
Assets 27,112,104
Accounts Payable 3,150
Salaries Payable 40,356
Insurance and Benefits Payable 23,891
Compensated Absences 168,607
Net Pension Obligation 9,286,388
Deferred Inflows of Resources 637,180
Due to Other Funds 10,385
2016 Equipment Loan 1,277,830
Landfill Close/Post Close 8,524,931
Liabilities 19,972,718
Net Assets 7,139,386
Total Liabilities and Net Assets 27,112,104

Note: Capital assets shown at book value (cost less accumulated depreciation).



City of Conway

Monthly Financial Report - Airport
For the month ended April 30, 2018

Revenues
Sales Tax
Airport Fuel Sales
T-Hangar Rent
Community Hangar Rent
Ground Leases
Miscellaneous Revenues

Total Revenues
Expenditures

Personnel Costs

Fuel for Resale

Other Operating Costs
Total Operating Costs

Capital Outlay

Total Expenditures

Net Revenue/(Expense)

*All figures are unaudited

Notes:

Month Year to (Over)/Under %

Budget Activity Date Encumbered Budget Expend/Collect
13,000 - 4,422 8,578 34%
821,500 61,210 252,758 568,742 31%
118,000 3,795 24,967 93,033 21%
25,000 1,400 5,350 19,650 21%
125,000 - 26,136 98,864 21%
13,000 600 1,880 11,120 14%
1,115,500 67,005 315,513 - 799,987 28%
270,596 20,183 80,964 - 189,632 30%
596,500 37,491 214,639 - 381,861 36%
163,534 13,139 45,359 5,443 112,732 28%
1,030,630 70,813 340,961 5,443 684,226 33%
52,405 35,405 35,405 29,500 (12,500) 0%
1,083,035 106,218 376,367 34,943 671,726 35%

32,465 (60,854)

1) Budget column is current budget which includes all year-to-date adjustments, if any.
2) Capital outlay is shown here for budgeting purposes, but only depreciation expense will be recorded at year end.



City of Conway
Airport Fund
2018
Fund Balance Appropriations

Reimburse levee district for Lollie herbicide spraying
Purchase a celiometer for the AWOS

Ordinance  Date Description
0-18-15  2/13/18
0-18-16  2/13/18
0-18-26  2/27/18

Purchase additional radio equipment

Amount
$ 7,000
$ 35,405
$ 4,100

$ 46,505



City of Conway
Balance Sheet - Airport

For the month ended April 30, 2018

*All figures are unaudited

Cash - Operating 345,223
Taxes Receivable 5,010
Accounts Receivable - Fuel Vendor 31,072
Due from Other Funds 733
Land 1,607,274
Buildings 4,461,805
Machinery & Equipment 850,107
Vehicles 12,797
Infrastructure 24,866,349
Construction in Progress 52,066
Assets 32,232,438
Accounts Payable 5,952
Salaries Payable 2,826
Insurance and Benefits Payable 2,250
Compensated Absences 5,127
Due to General 800
Liabilities 16,956
Fund Balance 32,215,482
Total Liabilities & Fund Balance 32,232,438

Note: Capital assets shown at book value (cost less accumulated depreciation).




City of Conway
Monthly Financial Report - Major Project Funds
For the month ended April 30, 2018

Parks and Rec A&P Tax

Balance, 3/31/18 1,509,746
Receipts 270,029
Payments (8,100)
Balance, 4/30/18 $1,771,675

Pay as you go Sales Tax

Balance, 3/31/18 4,466,272
Receipts 8,304
Payments (23,346)
Balance, 4/30/18 $4,451,230

Street Impact Fees

Balance, 3/31/18 1,052,355
Receipts 32,904
Payments -

Balance, 4/30/18 $1,085,259

Parks Impact Fees

Balance, 3/31/18 518,670
Receipts 9,590
Payments -

Balance, 4/30/18 $ 528,260
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City of Conway Missy Lovelady
Code Enforcement Phone: 501-450-6191
1201 Oak Street Fax: 501-504-6908

Conway, Arkansas 72032

To:
CC:

From:
Date:

Re:

Mayor Bart Castleberry
City Council Members

Missy Lovelady
May 14, 2018

1110 Neal St. CE18-9857

April 5, 2018- Warning Violation was written regarding dilapidated structure by Kim
Beard.

Property Owner is listed as Cindy Marshall.

Property was rechecked on 4/11/18 with no progress made.

Certified and regular letters were mailed 4/12/19 to address on file and a notice was left
by post office.

Property was rechecked on 4/19/18 with no action taken.

Final Cleanup completed on 4/24/18.

Certified and regular letters were sent including date, time & place of the City Council
meeting.

If you have any concerns or questions please advise.




City of Conway

Code Enforcement
1201 Oak Street

Conway, Arkansas 72032
www.cityofconway.org

Missy Lovelady

Conway Permits & Code Enforcement
Phone 501-450-6191

Fax 501-504-6908

April 30, 2018

Parcel # 710-02797-000

MARSHALL CINDY
1701 DAVE WARD DR LOT 58
CONWAY, AR 72032

RE: Nuisance Abatement at 1110 Neal St., Conway AR
Cost of Clean-Up, Amount Due: $3811.22

To whom it may concern:

Because you failed or refused to remove, abate or eliminate certain conditions on the aforementioned
real property in the City of Conway, after having been given seven (7) days notice in writing to do so, the City of
Conway was forced to undertake the cleanup of this property to bring it within compliance of the Conway
Municipal Code.

The City of Conway is requesting payment for all costs expended in correcting said condition. If after thirty
(30) days from the receipt of this letter notifying you of the cost to correct said condition, such payment has not
been remitted to the City, the City has the authority to file a lien against real estate property for the cost expended
after City Council approval.

At its May 22, 2018 Meeting, 6:30 p.m. located at 810 Parkway Street, the City Council will conduct a
public hearing on three items:

1. Consideration of the cost of the clean-up of your real property.

2. Consideration of placing a lien on your real property for this amount.

3. Consideration of certifying this amount determined at the hearing, plus a ten percent (10%)
penalty for collection & filing fees, to the Tax Collector of Faulkner County to be placed on the tax
books as delinquent taxes and collected accordingly.

None of these actions will be necessary if full payment is received before the meeting date. Please make
check payable to the City of Conway and mail to 1201 Oak Street Conway Arkansas 72032 with the attention to
Missy Lovelady. If you have any questions, please feel free to call me at 501-450-6191.

Respectfully,

Missy Lovelady


http://www.cityofconway.org/

City of Conway
Code Enforcement

1201 Oak Street

Conway, AR 72032

Phone: 501-450-6191

Fax 501-504-6908
missy.schrag@cityofconway.org

TO MARSHALL CINDY

1701 DAVE WARD DR LOT 58
CONWAY, AR 72032

INVOICE

DATE: MAY 17, 2018

Description: Mowing/Clean-up/Admin Fees
associated with the nuisance abatement at
1110 Neal St., Conway Arkansas

CODE ENFORCEMENT OFFICER PARCEL NUMBER PAYMENT TERMS DUE DATE
Kim Beard 710-02797-000 May 22, 2018
HOURS DESCRIPTION UNIT PRICE LINE TOTAL
Demolition Performed by Paladino Construction $3,800.00 $3,800.00
2 Certified Letter 5.13 10.26
2 Regular letter .48 .96
TOTAL $3811.22
e Total amount due after May 22, 2018 includes TOTAL
. . WITH PENALTY & $4222.34
collection penalty & filing fees FILING FEES

Make all checks payable to City of Conway Code Enforcement @ 1201 Oak Street Conway Arkansas 72032



Conway Code Enforcement
Incident Report

Date of Violation: 04/05/18
Violator Name: Cindy Marshall
Address of Violation: 1110 Neal St
Violation Type: Dilapidated Structure
Warning #: CE9857
Description of Violation and Actions Taken: On 04/05/18 Code Enforcement Officer
Kim Beard wrote a warning violation for dilapidated structure. Property was
rechecked on 04/11/18 with no progress made. Certified & regular letters were
mailed 04/12/18. Property was rechecked on 04/19/18 with no action taken. Final
cleanup/demo was completed on 04/24/18.

Code Enforcement Officer: Kim Beard

Officer Signature:

Date: Time:

























































04.18.2018

To
Mayor Bart Castleberry

From
B. Finley Vinson, P.E.

CC

Felicia Rogers
Bryan Patrick
Chuck Clawson

Re

Typical Street Sections/
Subdivision Ordinance
Amendment

City of Conway Street & Engineering Department

Memo

Comments:

In an attempt to amend the subdivision ordinance to comply with the complete streets
ordinance | present the following amendment to the subdivision ordinance. This amendment
removes several specific street construction requirements and instead refers to the City of
Conway Standard Details for Roadway & Drainage Construction. To that end, | have several
attached typical street sections for each roadway classification, which | propose including in the
City of Conway Standard Details for Roadway & Drainage Construction. Also included is the
Garver report that was consulted in the creation of these details. Please don't hesitate to
contact me if you have any questions or concerns.

(501) 450-6165

100 E Robins St, Conway, AR 72032 finley.vinson@cityofconway.org

www.cityofconway.org/pages/street-department/
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ACHM SURFACE COURSE (1/2°) 2 2 2 3 2 2 3. DESIGN CLASSIFICATION = URBAN COLLECTOR gl [ 1]
ACHM BINDER COURSE (1-1/2") 4 4 4 s 4 4" HEHHHHL
CLASS 7 BASE COURSE 10” 8" 6" 12" 12" 10” o
< o
MIN. STRUCTURAL NUMBER 4.03 3.69 3.44 4.66 4.28 4.01 =
NOTES:

1. ADT = AVERAGE DAILY TRAFFIC

2. Mg = RESILEENT MODULUS

5. REFERENCE DETAIL SHEET TS—0 FOR INFORMATION
ON AVG ADT AND Mg CLASSIFICATIONS.

TYPICAL SECTIONS
LOCAL/COLLECTOR

JCHECKED BY: Bfv [FILE NA@%E COLLECTOR—LOCAL STREET SECTION.

60" ROW
3
g L4 1.5 __ 11 DRIVE LANE 11’ CENTER TURN LANE 11 DRIVE LANE 1.5 £ g
(29 (10.5") (11" (10.5") (29
3" ACHM .
SURFACE COURSE* : [
. Q 3
s T, \ o s H
=S N Mttt e CURB & GUTTER PER
******** STANDARD DETAIL ST-1
COMPACTED
*
) BINDER COURSE SUBCRADE TO 95% MOD. PROCTOR DENSITY¥ 35 o
4” CONC. SIDEPATH ON L2
UNYIELDING SUBGRADE OR s
APPROVED COMPACTED MATERIAL *SECTION THICKNESS MAY BE REDUCED ACCORDING TO THE TABLE g R
(SEE STANDARD DETAIL TR-2) ABOVE PENDING APPROVAL OF A TRAFFIC STUDY AND,/OR T
CEOTECHNICAL REPORT AT THE DISCRETION OF THE CITY ENGINEER > 02
<ozg
NOTE: AT THE DISCRETION OF THE CITY ENGINEER, LANE S03%,
CONFIGURATION MAY BE REQUIRED TO MATCH THE "COLLECTOR IN Qzr<e
A RESIDENTIAL ZONE” TYPICAL SECTION. L We>e
Oz<z
oWzl
oWzY
E Z 8 0 o
OW+~O0Ow

TYPICAL SECTION
COLLECTOR /LOCAL

O




DESIGN STANDARDS:
MINOR ARTERIAL— FLEXIBLE PAVEMENT DESICN 1. SHALL BE DESIGNED IN ACCORDANCE WITH AASHTO’S
AVG ADT | AVG ADT | AVG ADT | HIGH ADT | HIGH ADT | HIGH ADT "A POLICY ON GEOMETRIC DESIGN OF HIGHWAYS &
LOW Mg MD Mg | HIGH Mg | LOW Mg MID Mg | HIGH Mg STREETS”, 6TH EDITION
. ; ; ; . . ; 2. DESIGN SPEED = 40 MPH
ACHM SURFACE COURSE (1/2") 2 2 2 3 2 2 3. DESICN CLASSIFICATION = URBAN ARTERIAL
ACHM BINDER COURSE (1-1/27) 4 4 3" 45 45 4"
CLASS 7 BASE COURSE 12" 10" 1 12" 12 12"
MIN. STRUCTURAL NUMBER 428 3.92 3.65 4.95 454 425
NOTES:
1. ADT = AVERAGE DAILY TRAFFIC
2. Mg = RESILIENT MODULUS
3. REFERENCE DETAIL SHEET TS—0 FOR INFORMATION
ON AVG ADT AND Mg CLASSIFICATIONS.
80’ ROW
23 ‘ ‘ 23
.5 5 45 15, 7 3 10 15 15’ ‘ 15 10 3 7 s 45 % 5
BUFFER** (2) |BIKE LANE] (2) DRIVE LANE 2) (2) DRIVE LANE (2) |BKE LANE| (2) BUFFER**
=TT A ST e S Y R TR KRR LRI I XX RT " .
FR S RN oSS sse o R e s s OO
CURB & GUTTER PER/
STANDARD DETAIL ST-1

\ UNYIELDING SUBGRADE
SURFACE COURSE*

4.5" ACHM
BINDER COURSE*

12" ARDOT CLASS 7 BASE COMPACTED
TO 95% MOD. PROCTOR DENSITY*

¥SECTION THICKNESS MAY BE REDUCED ACCORDING TO THE TABLE
ABOVE PENDING APPROVAL OF A TRAFFIC STUDY AND/OR
GEOTECHNICAL REPORT AT THE DISCRETION OF THE CITY ENGINEER

**SIDEPATH EXPANSION TO 10" WOULD RESULT IN THE BIKE LANE
AND STRIPED BUFFER LANE TRANSITIONING TO A 10" DRIVING LANE

TYPICAL SECTION
MINOR ARTERIAL

3’ STRIPED BUFFER LANE

4" CONC. SIDEPATH ON
UNYIELDING SUBGRADE OR
APPROVED COMPACTED MATERIAL
(SEE STANDARD DETAIL TR-2)

5" BUFFER FOR FUTURE
SIDEPATH EXPANSION**

O

N~
0
B
A
I
[%2]
:S\\\\\
clofir i)
2lzli ]
EK
el L [
Sl = |;
SIE |
o £
(7] < w
=1 =
S|l o [z
&l £ |o
| = &
~ o
X
£
=l
= E
] 3
g m
= [=) [=)
5z
w
g2
Fr o
n g <
>wonz
<0zZg
§@m§
Zzo<g
AN
Wk > 9O
6LIJ2<O
r2c3<
—ZOOO
OwWw+~0w




00
DESIGN STANDARDS: i
MINOR ARTERIAL— FLEXIBLE PAVEMENT DESIGN 1. SHALL BE DESIGNED IN ACCORDANCE WITH AASHTO'S g
AVG ADT | AVG ADT | AVG ADT | HIGH ADT | HIGH ADT | HIGH ADT A POLICY ON GEOMETRIC DESIGN OF HIGHWAYS & k&
LOW Mg MID Mg HIGH Mg LOW Mg MID Mg HIGH Mg STREETS", 6TH EDITION z
- - - - - - - 2. DESIGN SPEED = 40 MPH -
ACHM SURFACE COURSE (1/27) 2 2 2 3 2 2 3. DESIGN CLASSIFICATION = URBAN ARTERIAL 8o
bl FU BN BE BE B B
ACHM BINDER COURSE (1-1/2") 4 4 3" 45" 45" 4" Ll
CLASS 7 BASE COURSE 12" 10” 1" 12" 12" 12" o
I
MIN. STRUCTURAL NUMBER 4.28 3.92 3.65 4.95 4.54 4.25 =

NOTES:
1. ADT = AVERAGE DAILY TRAFFIC

2. Mg = RESILEENT MODULUS

5. REFERENCE DETAIL SHEET TS—0 FOR INFORMATION
ON AVG ADT AND Mg CLASSIFICATIONS.

JCHECKED BY: BFV |FILE TRABIBMINOR ARTERIAL ALTERNATIVE STREET SECHION.dwg

TYPICAL SECTIONS
MINOR ARTERIAL ALTERNATIVE

80" ROW
48’
10 | 6’ 1.5 11.5" DRIVE LANE | 11 DRIVE LANE | 11’ DRIVE LANE . 1.5 DRIVE LANE 1.5 6’ | 10 Z E
; ; ; ; = &
(2) (1) 2 ACHM (1) (2) 2 =
[ (51 Z|
SURFACE COURSE* E |2 g
e R R R s R A e r s s e e 4 i e e e
&32222?’.‘2‘:‘:"}523523232233“}:3:3:32323222&3* :éto:o:o:ozote&&&:&:&x&:&a&&t&xoto:o‘.y:q:?‘.t:t.toto:o:o&3&:&&2&&&3‘2§§§2§§’.§3§3§2§§§:¥2§:§:§:§:§2§:§ R \ e

CURB & GUTTER PER 055 N

Y e e v R R i N N e e ey = STANDARD DETAIL ST-1 E“J Q

- 2 A

» w
12" ARDOT CLASS 7 BASE COMPACTED =~
* x

) BINDER COURSE SUBGRADE TO 95% MOD. PROCTOR DENSITY* F% 2

4" CONC. SIDEPATH ON Do G

UNYIELDING SUBGRADE OR : woz

APPROVED COMPACTED MATERIAL *SECTION THICKNESS MAY BE REDUCED ACCORDING TO THE TABLE 2 a Z§
(SEE STANDARD DETAIL TR-2) ABOVE PENDING APPROVAL OF A TRAFFIC STUDY AND/OR pd (20 8 E( 0
GEOTECHNICAL REPORT AT THE DISCRETION OF THE CITY ENGINEER SEE>:5
Lingo
O0z«z 0
>0 w= al
E Z 8 0 o
OW«~O0Ow

TYPICAL SECTION
MINOR ARTERIAL ALTERNATIVE

O




(o))
DESIGN STANDARDS: 1
MAJOR ARTERIAL — FLEXIBLE PAVEMENT DESIGN 1. SHALL BE DESIGNED IN ACCORDANCE WITH AASHTO'S g
AVG ADT | AVG ADT | AVG ADT | HIGH ADT | HIGH ADT | HIGH ADT A POLICY ON GEOMETRIC DESIGN OF HIGHWAYS & (&
LOW Mg MID Mg HIGH Mg LOW Mg MID Mg HIGH Mg STREETS', 6TH EDITION 5
- - - - - - - 2. DESIGN SPEED = 45 MPH -
ACHM SURFACE COURSE (1/2") 3 3 3 4 4 3 3. DESIGN CLASSIFICATION = URBAN ARTERIAL &l
> I I !
ACHM BINDER COURSE (1-1/2") 6 5 45 6 45" 5 HEHHHEL
CLASS 7 BASE COURSE 12" 12" 12" 1” 12" 127 o
i
MIN. STRUCTURAL NUMBER 5.54 5.11 4.77 5.84 5.40 5.05 =

NOTES:

1. ADT = AVERAGE DAILY TRAFFIC

2. Mg = RESILIENT MODULUS

5. REFERENCE DETAIL SHEET TS—0 FOR INFORMATION
ON AVG ADT AND Mg CLASSIFICATIONS.

TYPICAL SECTIONS
MAJOR ARTERIAL

JCHECKED BY: BFv JFILE NAMES—9 MAJOR ARTERIAL STREET SECTION.dYg

100" ROW
25’ 25’
10' ‘ 75 1.5' 11" DRIVE LANE , 11" DRIVE LANE , 1.5’ 15 1.5 11" DRIVE LANE , 11" DRIVE LANE , 1.5' 75 ‘ 10 Z :
) (10.5) (10.5) ) 2) (10.5) (10.5) ) & ®
S / B s R Y B R essseryy | B
CURB & GUTTER PER b
STANDARD DETAIL ST—1 Pz o
N s g
n=
UNYIELDING SUBGRADE ) rE N~
SURFACE COURSE* 4” CONC. SIDEPATH ON FZ o
. UNYIELDING SUBGRADE OR ng
4.5" ACHM 12" ARDOT CLASS 7 BASE COMPACTED APPROVED COMPACTED MATERIAL ;g% z
BINDER COURSE* TO 95% MOD. PROCTOR DENSITY* (SEE STANDARD DETAIL TR-2) 20 a§
ZZz0kXuw
0 T < ©
*SECTION THICKNESS MAY BE REDUCED ACCORDING TO THE TABLE Em - > ©
ABOVE PENDING APPROVAL OF A TRAFFIC STUDY AND/OR 0Y< ‘;‘ 3
GEOTECHNICAL REPORT AT THE DISCRETION OF THE CITY ENGINEER tgggj
—_— o o
OwWw+~0w

TYPICAL SECTION
MAJOR ARTERIAL

O




TABLE 1: RESILIENT MODULUS

RESILIENT MODULUS, Mg (psi)
Mg (LOW) Mg (MID) Mg (HIGH)
2700 3500 4300
NOTE:

1. THESE VALUES WERE DEVELOPED UNDER THE
ASSUMPTION THAT PROPER DRAINAGE AND GRADING
BE IMPLEMENTED TO MAINTAIN A STABLE SUB—GRADE

TABLE 2: TRAFFIC DATA

FUNCTIONAL 2018 ADT
CLASSIFICATION | (PROJECTED VOLUME)
AVERAGE HIGH
MAJOR ARTERIAL (4 LANE) 23,000 35,700
MAJOR ARTERIAL (2 LANE) 8,900 18,600
MINOR ARTERIAL 5,900 16,400
INDUSTRIAL 3,800 4,800
COLLECTOR 4,100 11,200
LOCAL 1,500 2,600
RESIDENTIAL 500 500

NOTES:

1. ADT = AVERAGE DAILY TRAFFIC
2. ADT DATA EXTRACTED FROM TRAFFIC VOLUMES
PUBLISHED BY THE ARDOT

TS-0

DATE: FEBRUARY 2017 |SHEET:
REVISED

TYPICAL SECTIONS
TYPICAL SECTION SUPPORT DATA

DESCRIPTION:

TITLE:

DRAWN BY: NTR

JCHECKED BY: 8rv JFILE_NAMEFS—0 TYPICAL SECTION SUPPORT DATAJ

ENGINEERING DEPARTMENT

CITY OF CONWAY STREET &
100 EAST ROBINS

O

CONWAY, ARKANSAS 72032

501-450-6165




|l 1"—6" MIN ————=]

e 7

L MATCH PAVEMENT SLOPE

1/4"R
MATERIAL
BACKFILL

3
o
<
@1 OF CURB !
(;4

I

SEE STREET DETAIL
FOR PAVEMENT SECTION

—=] 7 5/16"

6" MIN.

9”

TN TIA AT I %ﬁ%ﬁ@oo@@%@?
5‘9@?@9 5%@%@%@&? @%@%O@O&OO%\%@%&; g et

(e
wm THICKNESS (SEE PLANS)

\SUBfGRADE COMPACTED

TO 95% MODIFIED
PROCTOR DENSITY

4
‘

\\UNYELDNG
MATERIAL \\

CURB & GUTTER NOTES:

1. CONTRACTION JOINTS SHALL BE 1/8" TO 3/8" X 1 1/2" AT 15 FT. INTERVALS. ALL CONTRACTION JOINTS AND COLD JOINTS SHALL BE FILLED WITH
JOINT SEALANT TO FINISHED GRADE.

2. EXPANSION MATERIAL SHALL BE REQUIRED AT AT ALL STATIONARY STRUCTURES AND ENDS OF CURB RETURNS. THE EXPANSION MATERIAL
SHALL BE 1/2" ASPHALT IMPREGNATED FIBERBOARD CONFORMING TO AASHTO M-213. EXPANSION JOINT MATERIAL SHALL BE LEFT 1/2" LOWER
THAN GRADE OR TRIMMED 1/2" LOWER THAN GRADE.

3. EXPANSION JOINTS SHALL BE FILLED WITH JOINT SEALANT SHAPED TO THE CROSS SECTION OF THE CURB AND CONSTRUCTED AT RIGHT ANGLES
WITH THE CURB LINE.

4. CONCRETE JOINT SEALANT SHALL COMPLY WITH SECTION 501.02 (h) OF THE AHTD STANDARD SPECIFICATION FOR HIGHWAY CONSTRUCTION,
2014 EDITION.

5. FINISH SHALL BE MEDIUM BROOM FINISH.

6. ALL WORK SHALL COMPLY WITH SECTION 634 OF THE AHTD STANDARD SPECIFICATION FOR HIGHWAY CONSTRUCTION, 2014 EDITION.

C|TY OF CONWAY STREET & TITLE: STREET DETA”.S DATE: FE:E&‘\SEDZOW SHEET:
ENGINEERING DEPARTMENT DESCRIPTION: p—

100 EAST ROBINS TYPE 'A" CURB & GUTTER — ST-1
CONWAY, ARKANSAS 72032 —

501-450-6165 DRAWN BY: NTR  JCHECKED BY: BFv [FILE NAME: ST-1 CURB & GUTTER.dwg [—




1"—6" MIN

MATCH PAVEMENT SLOPE

\/ R=15"

3/4” MIN.

SEE STREET DETAIL
FOR PAVEMENT SECTION

7 - -
AL D
=2 =l =2 =2 =2 (=4 =2 =2 =2 (=4 =2 =2 =2
%O%% QC&'Q \CLASS 7 AGGREGATE BASE

QUL COURSE W/ VARIABLE
THICKNESS (SEE PLANS)

// \SUchRADE COMPACTED

TO 95% MODIFIED

UNYIELDING PROCTOR DENSITY

,/ MATERIAL

OPTION A

- 1’6" MIN —————————

L

f MATCH PAVEMENT SLOPE

A

FACE OF CURB

z SEE STREET DETAIL
o = FOR PAVEMENT SECTION
[ o
0
CQéO %@%ﬁ%ﬂ%’%@%@'@ﬁ@ S| \_CLASS 7 AGGREGATE BASE
M‘@%ﬁ A A A S S G 1S COURSE W/ VARIABLE

THICKNESS (SEE PLANS)

\SUchRADE COMPACTED
UNYIELDING TO 85% MODIFIED
,/MATERAL PROCTOR DENSITY

OPTION B

CURB & GUTTER NOTES:

1.

2.

CONTRACTION JOINTS SHALL BE 1/8" TO 3/8" X 1 1/2" AT 15 FT. INTERVALS. ALL CONTRACTION JOINTS AND COLD JOINTS SHALL BE FILLED WITH
JOINT SEALANT TO FINISHED GRADE.

EXPANSION MATERIAL SHALL BE REQUIRED AT AT ALL STATIONARY STRUCTURES AND ENDS OF CURB RETURNS. THE EXPANSION MATERIAL
SHALL BE 1/2" ASPHALT IMPREGNATED FIBERBOARD CONFORMING TO AASHTO M-213. EXPANSION JOINT MATERIAL SHALL BE LEFT 1/2" LOWER
THAN GRADE OR TRIMMED 1/2" LOWER THAN GRADE.

EXPANSION JOINTS SHALL BE FILLED WITH JOINT SEALANT SHAPED TO THE CROSS SECTION OF THE CURB AND CONSTRUCTED AT RIGHT ANGLES
WITH THE CURB LINE.

CONCRETE JOINT SEALANT SHALL COMPLY WITH SECTION 501.02 (h) OF THE AHTD STANDARD SPECIFICATION FOR HIGHWAY CONSTRUCTION,
2014 EDITION.

FINISH SHALL BE MEDIUM BROOM FINISH.

ALL WORK SHALL COMPLY WITH SECTION 634 OF THE AHTD STANDARD SPECIFICATION FOR HIGHWAY CONSTRUCTION, 2014 EDITION.

CITY OF CONWAY STREET & TITLE: STREET DETAILS DATE: SE:E/A‘A:?; 2017|SHEET:

ENGINEERING DEPARTMENT DESCRIPTION: —

CONWAY, ARKANSAS 72032 —

501-450-6165 DRAWN BY: NTR  |CHECKED BY: BFv JFILE NAME: ST—1A 4IN CURB & GUTTER.dwg J—

100 EAST ROBINS 4" CURB & GUTTER p— ST-1 A




SIDEWALK CONSTRUCTION NOTES:

1.

EXPANSION MATERIAL SHALL BE REQUIRED AT 50 FT. MAXIMUM
SPACING.

SIDEWALK SHALL HAVE TOOLED OR SAW-CUT TRANSVERSE
JOINTS AT INTERVALS EQUAL TO THE WIDTH OF SIDEWALK (5'
TYP.). THESE WEAKENED PLANE (CONTRACTION) JOINTS SHALL
BE CONSTRUCTED TO 1/4 DEPTH OF THE SIDEWALK THICKNESS
AND SHALL BE 1/8" TO 3/8" WIDE.

EXPANSION JOINT MATERIAL SHALL BE PREFORMED ASPHALT
IMPREGNATED FIBERBOARD CONFORMING TO AASHTO M-213.
EXPANSION JOINT MATERIAL SHALL BE LEFT 1/2" LOWER THAN
GRADE OR TRIMMED 1/2" LOWER, AND FILLED WITH SILICONE
SEALER TO FINISHED GRADE.

ALL COLD JOINTS AND SAW-CUT JOINTS SHALL BE FILLED TO
FINISHED GRADE WITH JOINT SEALANT.

ALL SIDEWALKS SHALL HAVE ONE-HALF INCH ROLLED EDGES AND
A BROOMED FINISH.

ALL WORK SHALL COMPLY WITH SECTION 633 OF THE ARKANSAS
HIGHWAY AND TRANSPORTATION DEPARTMENT STANDARD
SPECIFICATIONS.

5 TYP.

GREENSPACE SIDEWALK

RW

N N N N

ONE-QUARTER DEPTH (1") |
WEAKENED PLANE JOINTS OR
SAW-CUT JOINTS SHALL BE
PLACED IN SIDEWALK AT
INTERVALS EQUAL TO THE WIDTH
OF SIDEWALK (5' TYP.).

% N2

<

% N2

ALL SIDEWALKS REQUIRE INSPECTION
BEFORE AND AFTER CONCRETE
PLACEMENT. SIDEWALK WILL BE CHECKED
FOR ADA REQUIREMENTS & WORKMANSHIP.

——

|

-

e

1

‘4‘ 1/4"
%i/
3/8" BACKER ROD

"T"=1/4 SLAB THICKNESS + 1/2"

JOINT SEALANT DETAIL

CURB & /

GUTTER

i R N N N e e 2o

AN AN PNV
CDRORORRORRRRRRRR

5 TYP.

PLAN

2% SLOPE FROM TOP OF CURB
TO BACK OF SIDEWALK

GREENSPACE

5'TYP. SIDEWALK

!

A

1:50 TYP.
1:48 MAX.

4:1 MAX. *

™
QAN \/\\

KK XA K

DETAIL A-A

SEE "DRIVEWAY DETAILS" FOR

1/2" EXPANSION MATERIAL- ASPHALT
IMPREGNATED FIBERBOARD

(AASHTO M213)- WITH TOP HALF INCH
FILLED WITH SILICONE JOINT SEALER;
SHALL BE USED AT COLD JOINTS AND

SIDEWALK SECTION THROUGH DRIVEWAY

* EXCAVATION PERMIT REQUIRED TO EXCEED 4:1

STRUCTURES.

a

AN
R

UNYIELDING SUBGRADE
OR APPROVED COMPACTED MATERIAL

ELEVATION

/‘/'////////A\
%\\//\\//\\//\\//\\//\\//\\//\\//\\/\\/K 4" PORTLAND CEMENT
CONCRETE

411 MAX.*

MAX SLOPE

CITY OF CONWAY STREET &

TITLE:

DATE: FEBRUARY 2017

SHEET:

SIDEWALK DETAILS

REVISED

ENGINEERING DEPARTMENT
100 EAST ROBINS
CONWAY, ARKANSAS 72032

DESCRIPTION:

SIDEWALK WITH GREENSPACE

SW-1

501-450-6165

DRAWN BY: NTR

|CHECKED BY: BFV |FILE NAME: SW—1 SID